
THR
Meddings Thermalec

24

pump does not operate or if the pump interlock has not beenfitted, the heater will not heat.

manually.

The unit will not operate again until both the safety thermostat and the breakers are manually reset. The operation of the safety

In normal operation, the green light will only be lit (and heating will occur) if all the other lamps are lit and the pool water
temperature is below the set temperature.

thermostat, a trip is triggered within the breaker such that the heater is totally isolated at its point of supply.

The desired pool temperature is now set using the thermostatdial. A green light on the heater indicates that the heating elements
are powered and water is being heated. When the set temperature is reached, the green light is extinguished. A white light on the
heater indicates that the water temperature is below th factory set safety thermostat trip level. If this temperature is reached, the

heater has overheated. In this case, the safety thermostat trips and the unit is shut down. This trip must be reset

thermostat switches off the working contactors before energising the in-built shunt trip of the breaker, giving the unique
Thermalec double protection against overheating and damage to the elements.Before switching any power on, it is ensured that

the heater is full of water and that water is flowing through it. The mains power isthen switched on, followed by the circuit
breaker on the heater. A red indicator shows that the heater is powered. An amber light on the heater indicates that the filter

pump is in operation. If the

Circuit breakers are fitted instead of the On/Off switch and protect the heavy power circuits against short circuit. These not
only act as the main switch, but in the event of a water temperature rise within the heater being sufficient to operate the safety

DIMENSIONS >
Packed dimensions: x x

Packed weight: kg
73 52 30cm
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Protection level: IP 21

Fuses: x2 Amp

Pump interlock voltage: 230 V AC

Element heat flux: 11.5 W/cm² max.
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